	PRODUCT INFORMATION

SWC SERIES: Commercial Swing Gate Operator

Commercial swing gate operator series, available in 1/2 and 1 horsepower, 115-volt and 230-volt supply voltages. 

Features

· APeX Controller 

· Black polyethylene cover 

· Lockable steel access door 

· Exterior reset 

· UL325/UL991 compliant 24VDC control circuit 

· Three-button station included 

· Master/second compatible - LH/RH selectable 

· Easily accessible control box and limit switches 

· High starting torque - heavy duty PSC motor 

· Quick disconnect crank assembly 

· Electrical/power disconnect 

· Gear reducer, size 60 (1/2 HP), size 70 (1 HP) 

· Accepts all 24V accessories 

· Footprint 18.31" x 22.64" 

· Pad mount standard 

· ETL Listed for UL 325 (Class I-IV) for U.S. and Canada 
SWC Models 

MODEL

HP

VOLTAGE & 
PHASE

DRIVE 
TYPE

MAX.
GATE 
LENGTH

MAX. 
GATE 
WEIGHT

SECS.
TO 
OPEN

SWC-211

1/2

115V 1P

Crank

17 FT.

600 LBS.

11-14 sec.

SWC-221

230V 1P

17 FT.

SWC-111

1

115V 1P

Crank

19 FT.

1000 LBS.

12-16 sec.

SWC-121

230V 1P

19 FT.



	


