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SWD-211: 1/2 HP, 115-Volt, Commercial or Residential Swing Gate Operator with Battery Backup
	1/2 HP, 115-volt, single-phase, commercial or residential swing gate operator with battery backup.

Features

· APeX Controller 

· Full transformer run DC powered operator with built-in battery backup 

· Continuous duty 

· Batteries included 

· Optional solar panels (contact Linear for solar panel requirements in your area) 

· Black polyethylene cover 

· Lockable steel access door 

· UL325/UL991 compliant 24VDC control circuit 

· Master/second compatible - LH/RH selectable 

· Easily accessible control box and limit switches 

· Quick disconnect crank assembly 

· Exterior reset 

· Three-button station included 

· Electrical/power disconnect 

· 5" Torque limiter 

· Gear reducer, size 60 

· Accepts all 24V accessories 

· Footprint 18.31" x 22.64" 

· Pad mount standard 

· ETL Listed for UL 325 (Class I-IV) for U.S. and Canada




	SWD Model 

	MODEL
	HP
	VOLTAGE & 
PHASE
	DRIVE 
TYPE
	MAX.
GATE 
LENGTH
	MAX. 
GATE 
WEIGHT
	SECS.
TO 
OPEN

	SWD-211
	1/2
	115V 1P or Solar
	Crank
	18 FT.
	700 LBS.
	11-14 sec.


